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With the introduction of Aura CT, PMC Lighting brings to downlighting the flexibility to customize the 

color of the light source in a dynamic way. No longer locked into a specific Kelvin temperature, our 

luminaires offer the freedom to change the color temperature of the LED source, change from white to 

colored light output, or warm the CCT of the light output as the light is dimmed.

Whether the objective it to simulate the rhythms of natural daylighting or to dynamically enhance the 

experience in the space to stimulate more energy and creativity or restore calm and tranquility, all can 

be impacted by the lighting. Consider the possibilities for hospitality, resorts & spas, offices, schools, 

childcare, healthcare,etc. Beyond the ability to “tune” the white light, now you can introduce color for 

special events, seasons, themes, etc. from the same downlight, or simulate the color change seen 

in incandescent light sources as they are dimmed. Aura allows the creative design concept for an 

application to continue to transform and evolve long after the installation is complete.

Aura offers excellent performance and efficiency with a truly revolutionary ability to adapt the color of the 

light output to an application. Some of the key features for Aura include:

 ■ Available standard color flexibility from 1650K — 8000K

 ■  Option to warm color temperature as light is dimmed (DW)  
simulating incandescent

 ■  Color tune (CT) to a specific color setting independent of the  
dimming status

 ■ Excellent color rendering of 90+CRI (2000 to 6000K)

 ■ Dimming down to 1 percent at every Kelvin level

 ■ Color temperature gradient controlled in 25k increments

 ■  When changed to color mode, 60 channel mixing chamber  
allows full color access—red, green, blue, amber, white

 ■  Various setup and control options include Bluetooth, DMX,  
0-10v, Lutron

 ■  Up to 5000 lumen output; consult factory for availability and  
other requirements

 ■ L70 = 50,000 hours

Note: Different features and specs may require different LED Modules and/or controls.   
Consult factory for feature/specification combinations available to match your application.

CT Downlights

Recessed LED, 
round trim

Recessed LED, 
square trim

Recessed LED, 
Adjustable/ 
Wallwash/slope

LED Cylinder



www.pmclighting.com        3

Aura LCT

Aura LCT brings the features and functionality of our Aura CT Downlights into a linear form factor  that 

can be specified in PMC’s full line of linear LED products.  With the ability to change white light color 

temperature as well as full color control, Aura LCT offers the widest range of output customization and 

control options to match whatever application you have.

 ■ Available standard color flexibility from 1650K — 8000K

 ■ Color tune (CT) to a specific color setting independent of the dimming status

 ■ Excellent color rendering of 90+CRI (2000 to 6000K)

 ■ Dimming down to 1 percent at every Kelvin level

 ■ Color temperature gradient controlled in 25k increments

 ■ Various setup and control options include Bluetooth, DMX, 0-10v, Lutron

 ■ Up to 1000 lumen per foot output

 ■ L70 = 50,000 hours

Aura2765, Aura3050 and Aura3565

For applications where the ability to change color output is not necessary,  

but still requires the ability to change white light color temperatures, PMC 

offers Aura White Light tuning packages in several different CCT ranges. 

Featuring 3 channel DMX based controllability, these packages can be 

specified in PMC’s full line of linear LED products. Standard integral DMX 

LED drivers make it easy for the end user to program their own choice of white tuning scenarios.  

PMC also offers DMX based wall mount controls allowing manual adjustment of both the CCT  

and dimming level from a simple wall mounted touch panel.

 ■ Available standard color flexibility in ranges of 2700k - 6500k, 3000k - 5000k or 3500k - 6500k

 ■ Color tune (CT) to a specific color temperature setting independent of the dimming status

 ■ Dimming down to 1 percent at every Kelvin level

 ■  Color temperature gradient infinitely adjustable using customer supplied DMX controls or  
in 256 steps from max to min using PMC supplied Wall Control Panel

 ■  3 Channel color tuning offers superior color temperature control when compared to  
2 channel systems

 ■ Fade to off and “soft start” technology

 ■ Up to 1200 lumen per foot output
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10% Fiber Derived From
Post-Consumer Waste


